Conveyor Belting ||}

For information about conveyor belting, see page 1056. For information about conveyor belt lacing, see page 1061.

Heavy Duty Rubber Conveyor Belting

Tough top and bottom covers provide high impact resistance and
strength to withstand jagged pointed objects. Ideal for conveying
coal, stone, sand, glass bits, and grain. Plies are moisture-, mildew-,

and chemical-resistant polyester.

2-Ply 2-Ply 3-Ply
.313" Thick .375" Thick 421" Thick
Belt Per Per Per
Width Lin. ft. Lin. ft. Lin. ft.
12" ... 6000K11...$4.68 6000K31..$5.64 6000K41... $6.72
18" .........6000K24.... 7.02 6000K25... 8.46 6000K26...10.08
24" ......6000K16... 9.36 6000K35...11.28 6000K45....13.44
36" ........6000K21...14.04 6000K37...16.92 6000K47...20.16
48" ........6000K22...18.72 6000K38...22.56 6000K48....26.88
60" 6000K39....28.20 6000K49.... 33.60

Rubber-Coated Belting

Specifications 2-Ply 2-Ply 3-Ply
Color Black Black Black
Overall Thickness .313" .375" 421"
Top Cover Thickness Ve Y16 Y16”
Bottom Cover Thickness 32" V16" V16"
Max. Tension Rating, PIW 150 220 330
Min. Pulley Dia. 10" 10" 12"
Max. Operating Temp. 250° F 250° F 250° F
Recommended Lacing (Sizes based on recessed lacing.)
Rivet- or Bolt-Plate Hinged Belt Fasteners. See page 1060.

Incline Conveyor Belting

Incline conveyor belting helps keep your packages from slipping and rolling when traveling on inclines and declines.
Note: It is recommended the top portion of the belt be removed (by skiving or grinding) to create a smooth surface for recessed lacing in-
stallation which provides a more secure and functional splice.

SBR (Styrene Butadiene Rub-
ber) Wedge-Top—A diamond
pattern gives you good grip on
inclines up to 45°. Nonmarking,
with good wear resistance.

PVC Ribbed-Top—Excellent
for lightweight packages and
cartons on inclines to 40°.

PVC Sticky-Top—A smooth,
high-tack surface with good grip
on inclines up to 20°.

Rough-Top Belting
Rough-top belting has a
deeply textured cover that grips
and holds packages and car-
tons. Grips on inclines to 35°,
except where noted.

Wedge-Top, Ribbed-Top, and Sticky-Top Belting

SBR PVC PVC PVC
Wedge-Top | Ribbed-Top | Sticky-Top | Sticky-Top

Specifications 3-Ply 2-Ply 2-Ply 3-Ply
Color Tan Blue Gray Gray
Cover Cos COos Cos COos
Overall Thickness .313" 11" .135" .181"
Max. Tension Rating, PIW 135 55 90 135
Min. Pulley pia. 4" 1.5" 1.5” 3" Wedge-Top
Max. Operating Temp. 250° F 180° F 158° F 158° F
Recommended Lacing (Based on belt thickness minus the top surface.)
Alligator® No. 20 No. 1A No. 15 No. 20
Clipper® No. 2 No. 25LP No. 1 No. 2

SBR (Styrene Butadiene ~WEDGE-TOP 7 r RIBBED-TOP 7 ——— STICKY-TOP ——— |
Rubber)—Moisture proof, with SBR PVC PVC PVC
good impact resistance and 3-Ply 2-Ply 2-Ply 3-Ply
moderate grip. Good grip on in- Per Per Per Per -
clines to 30°. . Lin. ft. Lin. ft. Lin. ft. Lin. ft.  Ribbed-Top
_ PVC—Improved impact and - 60365K661..$2.24 60315K511.$1.80 60315K531...$3.10
rip resistance over SBR. .60155K111...$3.68 60365K663... 4.48 60315K513.. 3.60 60315K533... 6.20
Neoprene—Excellent grip, and . 60155K112.. 552 60365K664.. 6.72 60315K514.. 5.40 60315K534.. 9.30
good oil, heat, and grease resis- .60155K113.. 7.36 60365K665... 8.96 60315K515.. 7.20 60315K535..12.40
tance. X .60155K114... 9.20 60365K666...11.20 60315K516... 9.00 60315K536...15.50
Gum Rubber—Very soft with _60155K115..11.04 60365K667...13.44 60315K517...10.80 60315K537...18.60
excellent grip and cushioning. .60155K116...12.88 60365K668...15.68 60315K518...12.60 60315K538...21.70
Nonmarking. .60155K117...14.72 60365K669...17.92 60315K519...14.40 60315K539...24.80 \/
Urethane—Hard-textured sur- 60155K118...16.56 60365K671...20.16 60315K521...16.20 60315K541...27.90 =
face is abrasion, rip, and puncture 60155K119..18.40 60365K672...22.40 60315K522...18.00 60315K542...31.00
resistant. 60155K121...22.08 60365K673...26.88 60315K523...21.60 60315K543...37.20 Sticky-Top
Rough-Top Belting
SBR PVC Neoprene Gum Rubber Urethane
Rough-Top Rough-Top Rough-Top Rough-Top Rough-Top
Specifications 2-Ply 2-Ply 3-Ply 3-Ply 3-Ply
Color Black Green Black Tan Blue
Cover cos cos cos cos cos
Overall Thickness .250" .180" .344" .313" .313"
Max. Tension Rating, PIW 150 74 135 105 135 Rough-T
Min. Pulley Dia. 2 2.4 25" 3 25" ougn-iop
Max. Operating Temp. 250° F 180° F 250° F 250° F 250° F
Recommended Lacing (Based on belt thickness minus the rough-top surface.)
Alligator® No. 7 No. 7 No. 7 No. 7 No. 7
Clipper® No. 1 No. 1 No. 1 No. 1 No. 1
T SBR 1T PVC 1 — NEOPRENE — 1 GUM RUBBER 7 — URETHANE —
2-Ply 2-Ply 3-Ply 3-Ply 3-Ply
Belt Per Per Per Per
Width Lin. ft. Lin. ft. Lin. ft. Lin. ft.
3. 5994K451.....$1.39 5994K11 5994K811....$1.88 5994K851.....$2.97
4" . 5994K452 .. 1.85 5994K12.. 5994K812..... 2.51 5994K852...... 3.96
6" ... 5994K453...... 2.78 5994K14.. 5994K813...... 3.76 5994K853...... 5.94
8" .. 5994K454...... 3.71 5994K15... 5994K814..... 5.01 5994K854...... 7.91
10" ... 5994K455...... 4.63 5994K16... 5994K815..... 6.27 5994K855...... 9.89
12" .. 5994K456...... 5.56 5994K17... 5994K816..... 7.52 5994K856.....11.87
14" ... 5994K457 ... 6.49 5994K18 5994K817..... 8.77 5994K857...... 13.85
16" ... 5994K458...... 7.42 5994K19 5994K818......10.03 5994K858......15.83
18" ... 5994K459...... 8.34 5994K21.. 5994K819......111.28 5994K859.....17.81
20" ... 5994K461...... 9.27 5994K22.. 5994K821......12.53 5994K861.....19.79
24" . 5994K462..11.12 5994K23 5994K822......15.04 5994K862.....23.74
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